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19 x 100 x 300 mm
i steel plate
|
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40 galvanized steel pipe
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o 255 mm OD schedule

Steel tube
anchor
a A
o 64 x 64 x 6.4 x 200 mm 5] I
t :‘L :: galvanized structural tube. i
oy X b -
Terminal post —— | /" i :
el ﬁ: W26 nut 2 ‘
Tack weld 64 x 64 x 6.4 mm Mf@ );h/02 den;m ull 20 mm dia. hole
stoel plate with 27 mm dia. ,i,‘,’g,h readed fu
hole to tubular steel. )
DETAIL A
7EC mm dla.

bufferad and sactlon
(adjust ta fIth

19 mm dia. (6x 19) x 2750 mm

cable with one swaged end Terminal

See Detail A

Attach W beam ta pipe with
Mi6 x 50 mm button head bolt
and recess nut no washer.

Do not connect to post.

PLAN

1.905 m to next post

460 See Detall B
Anchor plate — \/d
+ o EEEEL . (( } B

Terminal post (typ.) — | 19 mm cable N post sleeve §
Ground line — ollps (6 reqd.) Bearing plate
Mié x 250 mm T ] He4 hex nut
hex bolt & nut and washer
with 2 washers each I~ Iy I 2
16 x 200 mm L—Steel tube X
7 hex bolt & nut b
Soil plate (typ.) =" —-— yith 2 washers each —7:—

ELEVATION
ANCHORAGE ASSEMWBLY
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Terminal post

DETAIL B

152,

o

25

20 mm
dla. hole

1525

oi
777;5(;7777 52.5

60.3

S

GALVANIZED STANDARD PIPE
POST SLEEVE

20 mm
dia. holes

)
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20 x 70 mm 3
slotted hole —
20 mm 2
dia. hole h
545

TS 203 x 152 x 4.8 mm

STEEL TUBE ANCHOR

6/0

230_ 150, 230
20 mm

Sl

230
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460

Steel plate J

& mm thlckness

SOIL PLATE

{2 reqd.)

Secure bearing plate from 200
rotatlon with two /0d |
galvanized nails.

100 _:

28 mm %)
dia. gie) N8
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TERMINAL POST

REQ | STATE

most e s

NOTE:
I Dimensions not labeled are in millimeters.

2. Dimensional tolerances not shown or Implied
are Intended to be those consistent with the
proper functloning of the part, Including Its
appearance, and accepted manufacturing
practices.

3. Furnlsh hardware In the metric slzes shown.
Equlyalent Imperial sizes may be used when
metrlc slzes are not avallable.

190
95
64 mm dla,
O hole on end
post only
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Steel plate /
16 mm thickness

BEARING PLATE

NO SCALE
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